
CARMIX 5.5 XL
SELF LOADING MOBILE CONCRETE MIXER.
CHASSIS:
 6 CYLINDERS CUMMINS DIESEL ENGINE TURBO 150 HP WATERCOOLED.

4 WHEEL DRIVE AND STEERING. 
DIFFERENTIAL AXLES WITH PLANETARY REDUCERS ON 4 WHEELS. 
AUTOMATIC HYDROSTATIC TRANSMISSION WITH 2 SPEEDS FOR WORK AND TRANSFER. 
TWIN INDEPENDENT BRAKE CIRCUIT WITH OIL BATH DISC BRAKES ACTING ON 4 WHEELS. 
NEGATIVE PARKING BRAKE HYDRAULICALLY OPERATED. 
12 VOLTS ELECTRIC PLANT FOR STARTER, 
SERVICE AND LIGHTING. 
FRONT DRIVING CABIN COMPLETE WITH DOOR, PLACED NEAR THE LOADING SHOVEL. HYDRAULIC STEERING. 
JOYMIX: ONE JOYSTICK FOR MAIN HYDRAULIC OPERATION. 
SAFETY SWITCH-OFF BATTERY.

MIXING DRUM: 
CAPACITY 7.600 LITRES. 
REAL CONCRETE YIELD 5,5 CUBIC METERS 
DISCHARGING BY REVERSING DRUM ROTATION. 
ELECTRIC SERVOCONTROL FOR MIXING AND DISCHARGING.
SELF-LOADING BATCHING SHOVEL: 
HYDRAULICALLY OPERATED. 
CAPACITY 600 LITRES. 
HYDRAULIC GATE.

WATER SYSTEM: 
SELF-PRIMING PUMP. HYDRAULICALLY OPERATED. 
WATER METER. TWO TANKS TOTAL CAPACITY ABOUT 1.200 LITERS.

DISCHARGING CHUTE: 
HYDRAULICALLY SLEWING AND TILTING CONTROLLED BY THE CAB.  
TWO EXTENSIONS.

	ON REQUEST:
	

	-
	HIGH-PRESSURE WASHING PUMP (90 BAR) WITH GUN
	
	

	-
	ELECTRONIC WEIGHING SYSTEM WITH LOAD CELL ACTING ON THE DRUM. DISPLAY AND PRINTER IN THE CAB
	
	

	-
	ADDITIONAL DISCHARGING CHUTE EXTENSION
	
	

	-
	SPARE WHEEL
	
	


